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AND MANAGEMENT Edge of Cedars

o . Museum
4110 State Office Building / Salt Lake City, utah 84114 / 538-3018

Blanding, Utah

OWNER:
A ALL WORK TO BE DONE ACCORDING TO THE REQUREMENTS OF THE "INTERNATIONAL BULDING CODE, NORTH
2003 EDITION, AND THE FOLLOWING CODES AND STANDARDS: o s o _
I INTERNATIONAL MECHANICAL CODE: 2003 EDITION. State Of Utah DFCM
2. NATIONAL ELECTRICAL CODE: 2002 EDITION. . =T &
3, INTERNATIONAL PLUMBING CODE: 2003 EDITION. ¢ z R
4. INTERNATIONAL FIRE CODE: 2003 EDITION, g . ) Division of Parks
5. INTERNATIONAL FUEL GAS CODE: 2003 EDITION. LOCATION MAP an d R ecre atl on
B, IF CEIUNGS/WALLS IN ANY ROOM ARE DAMAGED DUE TO INSTALLATION OF ANY PLUMBING PIPING BLANDING, UTAH .
OR ELECTRICAL CONDUT, THE CONTRACTOR IS TO PATCH: o I Gl .
' : o= g g | o
. WHERE PAINTED: PATCH CEILINGS/WALLS TO MATCH EXISTING FINGH AND PAINT ENTIRE APPROVALS sl gl 8 7| g s B Iandlng’ Utah
CEILING/WALL WITH A MINIMUM 3 COATS. 2020
C.  ALL COLORS ARE TO BE REVIEWED WITH THE OWNER/ARCHITECT PRIOR TO ORDERING. SUBMIT B
SAMPLE OF PREFINGHED METAL COLORS TO ARCHITECT FOR REVIEW. User Agency Date o oo o oo
D.  CONTRACTOR NOTE: ALL EXISTING CONCRETE WALKS, CURBS AND GUTTERS, SIDEWALKS OR OTHER
IMPROVEMENTS INDICATED TO REMAIN ARE TO BE PROTECTED FROM DAMAGE DURING
CONSTRUCTION. IF DAMAGE OCCURS CONTRACTOR WILL BE REQUIRED TO REPAIR OR REPLACE AT _
HIS EXPENGE. DFCM Roofing Consultant Date 700
E.  ALL DISCONNECTION AND RECONNECTION OF MECHANICAL UNITS FOR GAS, WATER, POWER, ETC. TO SoUTH
BE DONE BY SURCONTRACTORS LICENSED IN THER TRADE. (CONTRACTOR TO FEILD VERIFY PRIOR NORTH
10 BIPDING). FeeDAl/:EchMttadnEEdeln? .tr\\l apﬁt\a.b?e dgaOErEead(w:F\:rl;lv:EgRs!ﬁnmau DFCM Managing Coordinator for Design and Consulting Date
F. BULDING IS PRESENTLY OCCUPEED AND WILL REMAIN OCCUPIED DURING THE COMPLETION OF THIS  eratonal Buiding Coce
CONTRACT. CONTRACTOR SHALL BE REQURED TO COORDINATE WORK AND TIMES OF ACCESS e o - -
WITH ANDREW GOODW]N, ]”435”67&"2238 International Building Code 2003 International Mechanical Code 2003 BLANDING MARK DATE DESCRI PTI ON
G.  ALL CONDUTS, PIPING OR DUCTWORK PENETRATING RATED WALLS OR FLOORS TO BE FIRE SEALED. el B ot g and e o e a0 PROJECT LOCATION 2l 6T To SCALE
H.  ROOF SYSTEM TO BE UNDERWRITERS LABORATORES INC. (UL) FOR CLASS A" EXTERNAL e Pryscaly orcicopped Nl Fcticol Code 202 APPROVAL DCES NOT RELIEVE A/E OF CESIGN LIABLITY EDCE OF THE : ISSUE TYPE: CONSTRUCTION DOCS.
FIRE EXPOSURE.
T ASBESTOS CONTANNG MATERIALS, IF ANY HAZARDOUS MATERIALS ARE FOUND OR IF THE GENERAL & ey o oeue® o cEDARe MEEM R
CONTRACTOR SUSPECTS FINDING HAZARDOUS MATERIALS DURING HIS WORK, STOP ALL WORK (hange in Lseb: Yes Mo X_ Mo Cecpany® Yes Mo Z BLANDING, UTAH |ISSUE DATE: FEBRUARY 2, 2006
IMMEDIATELY. THE GENERAL CONTRACTOR SHALL CALL DFCM WHO IN TURN WILL CONTACT THE = ; _
ABATEMENT CONSULTANTS TO COME IN AND SAMPLE THE MATERIALS FOR INDENTIFICATION. B. Type of Constructon  (Circek g - R W AT RN D
NO WORK SHOULD CONTINUE UNTIL THE ABATEMENT CONSULTANT HAS CERTIFIED THE AREA TO €. Location on Preperty® FR. Ext. Wells Hel B, Well Gperiegid Probaction Bhs.) m ARPORT DFCM PROJECT NO: 05091510
BE CLEAN OF HAZARDOUS MATERIALS. Each_ Deeiparcy 2 ARPORT ROAD CONTRACT NO: N/A
K. ALL PIPING THRU CONCRETE BLOCK WALLS AND CONCRETE FLOORS TO BE FIRE SEALED O Qonponcy seperaon e 4453 m :
AROUND OPENING AND NEW PIPE. ALL PENETRATIONS THRU NON-RATED WALLS TO BE SEALED e o mlple § CAD PROJECT NO: N/A
2.
WITH CAULK. o ke o (5 i CEDAR CITY 3 CAD DWG FILE: N/A
C. wable ea Increase eq 2 eq 2 eq 2 .
o o e e il ) D F : M ST. GEORGE 2 iy o5 ARCH PROJECT FILE:  0507.pj\0507cvr.db
; x PRE-BID STAFF REVIEW :
v : UTAH STATE PLAN DRAWN BY: 0O,
. Side yord area increase (ft2: ! "
’ :oiniljla:ve sub-total (b *(ﬂd)t R ey . - CHK D BY D.D.
Srovler men osose 6 sigel ' Division of Facilities Construction and Management Index to DraWIngS COPYRIGHT State of Utah
(x2 multi) D .
C onsultants .. :t:ayl Alowable Aread for a single é SHEET TITLE
x 2 for multi-story buildings: —
f. Ratiof = a/e m
hy allowable Architectural (staff) Date HVAC Date G-001 TITLE SHEET
MECHANICAL ENGINEER: ELECTRICAL ENGINEER: pea s by el @ 6-000 SITE/STAGING PLAN A
E. Fire-Resistive Requirements®® & 9 (Hrs): (1 Hr., 2Hr., 3Hr., 4HR. NHT) Arch. Specs. Date Plumbing Date
SPECTRWM THOMAS AND KOLKMAN ENGINEERING o . 2 ARCHITECTURAL DRAWINGS
175 South Main Street, Suite 300 64 West 1700 South cor Srog e s - Gy s ——— g re— Tl e A1 ROOF PLAN TITLE SHEET
. . erior i alls: - @ erior S indows - -}
Salt Lake City, Utah 84111 Salt Lake City, Utah 8415 Srrot oo T gt e @ — S Eacral oo A-501 DETAILS
Partitions- Permanent:
(801) 328-5151 (801) 484-8161 :
Landscaping Date Structural Date PLUMBING/MECHANICAL DRAWINGS SHEET NUMBER
zozzielsec Section 1002, Table 100521 and Chapter 3. For Group, See Section 302.1 Date Date M-101 OVERALL MECHANICAL ROOF PLAN
STRUCTURAL ENGlNEER: b See UBC Sections 301: 302, 1002 and 3405. (Ratio u;e for Mlxed’Occupancy Only. See Section
302).
D. GEORGE HANSEN, INC. 5 Soe Secton 5035, 5045, L5, cnd 505+ rea spevaton wele Sem Tble 3. OTHER AGENCIES ELECTRICAL DRAWINGS -
254 East First South o Seo LEC Tobl 5. Secons SC3, S5, 02, 6L3. 60k, &5 and 06, Secons 605 and &6 of Crpar 6. Fire Marshal Date E-101 ROOF ELECTRICAL PLAN AND DETAILS
rato el ea separation wal mus Instal Q r or ratng depending on
Salt Lake City, Utah 8411 Creetn e 3 T Crarkr e it o 0 T 0 g s s o St ot o o o
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ELECTRICAL DRAWINGS
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FOR ©TORAGE, THIS AREA MUST
HAVE TEMPORARY CHAINLINK FENCING.

»  PROJECT
R TH
/I@40 83 NOR

SITE PLAN - X* B

SCALE: I'=20"-0O"

AD

5-0" 0 10-0" 20-0" 30'-0"
" ™ s

SCALE: 1"=20'-0"

SITE STAGING NOTES

ALL STAGING AREAS.

CONTRACTOR TO NOTIFY  ANDREW GOODWIN,
1-435-678-2738. EDGE OF THE CEDARS MUSEUM,

FOR APPROVAL WHEN THESE STAGING

AREAS ARE TO BE USED.

IF AREAS OF THE LAWN ARE IN THE STAGING AREA, THE
CONTRACTOR WILL VERIFY THAT THE SITE IRRIGATION
SPRINKLERS HAVE BEEN SHUT DOWN AND PLYWOOD SHEETING
WILL BE LAID DOWN OVER THE LAWN. ALL DAMAGED
SPRINKUING EQUIPMENT, DEAD OR DAMAGED LANDSCAPING
WILL BE REPLACED. THE WORK AREA WILL BE SECURED BE A
TEMPORARY CHAINLINK FENCE. THE CONTRACTOR WILL TAKE
STEPS TO PROTECT THE BUILDING WALLS AND EXISTING
TREES AND SHRUBBERY.

NOTE:

PROTECT AND MAINTAIN WALLS, WINDOWS, DOORS, LAWNS,
VEGETATION, SIDEWALKS, DRIVEWAYS, CONDUITS, WIRES AND
ALL OTHER RELATED STRUCTURES AND FIXTURES IN, ON,
AROUND OR ADJACENT TO THE PROPERTY.

USE DEBRIES CHUTES, CANVAS TARPS, SINGLE PLY
MEMBRANES, PLYWOOD, ETC. AS NEEDED OR REQUIRED TO
PROVIDE PROTECTION.

DO NOT THROW MATERIALS FROM THE ROOF
REMOVE ALL MATERIAL, RUBBISH AND DEBRIES FROM THE
ROOF AND GROUNDS AND HAUL AWAY EACH DAY.
COMPLETELY REMOVE AND THOROUGHLY CLEAN ALL DIRT,
DUST, AND STAINS RESULTING FROM DEMOUTION AND
CONSTRUCTION FROM THE BUILDING INTERIOR, BUILDING
EXTERIOR, GROUNDS AND ADJACENT PROPERTY, ETC.

Harold P. Woodruft Architect\Planner
223 East 800 South

Salt Lake City, Utah 841

Phone: 801-355-8684

Fax:  801-359-3780

Structural Engineer:
George H. Hansen, Inc.
254 East First South
Salt Lake City, Utah 84111
Phone: 801-519-211

Mechanical Engineer:
Spectrum
175 South Main Street-Suite 300
Salt Lake City, Utah 84111
Phone: 801-328-5151

Electrical Engineer:
Thomas and Kolkman Engineering
64 West 1700 South
Salt Lake City, Utah 84115
Phone: 801-484-87161

GENERAL NOTES

THE ROOF SYSTEM 1S TO BE UNDERWRITERS
LABORATORIES INC. UL) FOR CLASS A7
EXTERNAL FIRE EXPOSURE.

THE CONTRACTOR WILL PROVIDE THE EDGE OF THE CEDARS
MUSEUM WITH A WRITTEN ESTIMATED SCHEDULE OF THE
REROOFING, MECHANICAL, AND ELECTRICAL WORK AT THE
BEGINNNG OF THE PROJECT.

THE CONTRACTOR WILL COORDINATE WITH ANDREW GOODWIN,
1-435-618-2238, EDGE OF THE CEDARS MUSEUM.

THE CONTRACTOR WILL PROVIDE 48 HOUR NOTIFICATION
BEFORE MOVING INTO A NEW AREA OF REROOFING

AND/OR OTHER WORK.

THE CONTRACTOR WILL BE REQURED TO NOTIFY THE EDGE

OF THE CEDARS MUSEUM 45 HOURS IN ADVANCE OF
OVERHEAD OR INTERIOR WORK. THE CONTRACTOR WILL BE
REQURED TO COVER FINSH SURFACES, FURNITURE AND
EQUIPMENT TO PROTECT THESE ITEMS.

THE CONTRACTOR WILL HAVE A DESIGNATED SAFETY
OFFICER ON SITE THAT WILL COORDINATE WITH A SAFETY
OFFICER FROM THE EDGE OF THE CEDARS MUSEUM.

THE WORK HOURS WILL BE MONDAY THRU FRIDAY, 6:00 AM.
TO 600OPM. THE CONTRACTOR MAY COORDINATE WITH THE
EDGE OF THE CEDARS MUSEUM TO USE OTHER HOURS.

ALL PERSONNEL MUST HAVE (2) TWO FORMS OF PICTURE |D.
AND MUST HAVE PROOF OF CITIZENSHIP OR A "GREEN CARD”.

THE CONTRACTOR WILL BE REQUIRED TO FURNISH A LIST
OF PERSONNEL THAT WILL BE ON SITE.

NO FIREARMS OR WEAFONS WILL BE ALLOWED ON SITE.

New Roof for the
Edge of Cedars
State Park Museum
Blanding, Utah

State of Utah-DFCM

Division of Parks
and Recreation

05091510

N/A

N/A

N/A

0505.pj\0505.db\cps.dr

SITE/STAGING KEYED NOTES

....... 0.D.

STAGING AREA AT NORTH ROOF MAY BE USED DURING THE
LENGTH OF THE PROJECT. THE MAN DOOR MUST NOT
BE OBSTRUCTED.

THE STAGING AREAS AT THE- ROOF, NOT TO BE ROOFED-
IS ONLY TO BE USED FOR REPLACING THE COPING. KEEP
TRAVEL OVER ROOF AREA TO A MINIMUM.

STAGING AREA. CONTRACTCOR IS TO USE GREAT CARE NOT
TO DAMAGE PLANTING AND TREES.

NOTE:
SEE GENERAL SITE STAING NOTES ABOVE.

0.D.

State of Utah

SITE/STAGING
PLAN

G-002
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Harold P. Woodruft Architect\Planner
223 East 800 South

Salt Lake City, Utah 841

Phone: 801-355-8684

Fax:  801-359-3780

CONSULTANTS:

Structural Engineer:
George H. Hansen, Inc.
254 East First South
Salt Lake City, Utah 84111
Phone: 801-519-211

Mechanical Engineer:
Spectrum
175 South Main Street, Suite 300
Salt Lake City, Utah 84111
Phone: 801-328-5151

Electrical Engineer:
Thomas and Kolkman Engineering
64 West 1700 South
Salt Lake City, Utah 84115
Phone: 801-484-8161

PROJECT TITLE:

/—5
KEYED NOTES (CONTINUED)

KEYED NOTES

9. EXSTING SCUPPER, COLLECTOR HEAD AND DOWNSPOUT TO
BE REMOVED.
INSTALL NEW PREFINIGHED METAL SCUPPER, COLLECTOR HEAD
AND DOWNSPOUT.  DOWNSPOUT TO EXTEND INTO DRAIN PIPE
AT CONCRETE WALK AT GRADE. SEE DETAILS D2/A-501
AND D3/A-501.

0. EXISTING SCUPPER, COLLECTOR HEAD AND DOWNSPOUT TO
BE REMOVED.
INSTALL NEW PREFINISHED METAL SCUPPER, COLLECTOR HEAD
AND DOWNSPOUT.  DOWNSPOUT TO EXTEND OVER EXISTING
WOOD TRELLIS AS PER EXISTING DOWNSPOUT. SEE DETAILS
D2/A-501 AND D3/A-501.

KEYED NOTES (CONTINUED) I EXISTING VENT PIPE IN EXISTING PARAPET WALL. RELOCATE

DETAIL B5/A-501.

DETAIL B5/A-501.

20. REMOVE EXISTING ROOFING AT THRU WALL SCUPPER
LOCATION.  INSTALL GROUTED CONCRETE BLOCK IN SCUPPER 2. EXISTING PLUMBING VENT/PIPE PENETRATION. INGTALL NEW
OPENING. FLASH AS PER DETAIL B4/A-50I.

2. EXISTING EXHAUST FAN, REMOVE AND REINSTALL DURING

REROOFING. RAISE CURR WITH FIRE TREATED 2X CURB, 3. EXISTING WATER PIPE THRU ROOF BETWEEN MECHANICAL UNIT

FLASH AS PER D5/A-50.

ELECTRICAL DRAWINGS.

22. EXISTING MEHCANCAL UNT. FLASH SIMILAR TO DETAIL 14.  EXISTING VENT PPES. ABANDON IF NOT USED OR RELOCATE
D5/A-501. FLASH UTIUTY PIPE PENETRATIONS AS PER
INSTALL CRICKETS AS SHOWN.
23, EXSTING MECHANICAL UNIT. FLASH SIMILAR TO DETAIL 5. COPING AT THE RADIUSED WALL. RADIUS IS APPROX. 8™-0O".
D5/A-501. FLASH UTILTIY PIPE PENETRATIONS AS PER
EXISTING DUCTS AND SUPPORTS TO
REMAIN, FLASH DUCT SUPPORT PIPES AS PER B5/A-501.
FLASH DUCT PENETRATIONS AS PER D5/A-501 INSTALL
CRICKETS AS SHOWN.

VENT PIPE AND FLASH AS PER DETAIL B5/A-501. SEE
MECHANCAL DRAWING. EXTEND PIPE AS NEEDED.

PREMOLDED PIPE FLASHING BOOT OR FEILD FABRICATED FIPE
FLASHING. SEE DETAIL B5/A-501.

SEE MECHANCAL AND AND ROOF HATCH), RELOCATE AND FLASH AS PER DETAIL
B5/A-501. SEE MECHANICAL DRAWING.

AS NEEDED FOR FLASHINGS. SEE MECHANICAL DRAWING.
SEE FLASHING DETAIL B5/A-501. EXTEND PIPE AS NEEDED.

COOPING 15 TO GALVANZED METAL, PAINTED TO MATCH
PREFINSHED COPING METAL. SEE DETAIL A4/A-501.

6. EXSTING FLUE PIPE PENETRATION, FLASH AS PER DETAIL
C5/A-501. EXTEND FLUE PIPE AS NEEDED. SEE MECHANCAL
DRAWING.

17. EXISTING VENT PIPE PENETRATION, FLASH AS PER DETAIL
C5/A-501. EXTEND PIPE AS NEEDED. SEE MECHANICAL
DRAWING.

18, EXSTING ROOF HATCH. RAISE HATCH CURE AS NEEDED
AND FLASH AS PER DETAIL D5/A-501.

9. EXISTING SCUPPER, COLLECTOR HEAD AND DOWNSPOUT TO
BE REMOVED. INSTALL GROUTED &" X &" X 8" CONCRETE
BLOCK IN SCUPPER OPENING. INSTALL ROCK VENEER WITH
MORTAR AT EXTERIOR OF WALL AT REMOVED SCUPPER
LOCATION. THE EDGE OF THE CEDARS MUSEUM WILL
PROVIDE THE ROCK VENEER.

PROJECT

%

NOTE:
EXISTING ROOFING CONSISTS OF:

A. PLYWOOD ROOF DECK.

B. ROSIN SHEET.

C. 4 PLY BULT UP ROOFING.

D. 27 FOAM ROOFING.
EXISTING ROOF SLOPE AT NORTH RETANGULAR AREA IS A RIDGE
AT THE CENTER UNE AND I/8" / 127 EACH DIRECTION TO EXTERIOR

WALL (©OUTH, FRONT AND NORTH, REAR).

.

AN

REMOVE EXISTING ROOFING TO PLYWOOD ROOF DECK.
REMOVE EXISTING WOOD OVERBUILD CRICKETS.
INSTALL 174" DENS DECK, /8™ / 127 TAPERED INSULATION
STARTING AT NORTH (REAR) WALL. INSTALL TAPERED

INSULATION AT SOUTH ROOF AREA TO SLOPE ENTIRE ROOF,

AREA FROOM SOUTHFRONT) TO NORTH (REAR). INSTALL
NEW MECHANICALLY ATTACHED REINFORCED 6O MIL TPO

ROOF MEMBRANE. (INSTALL TAPERED INSULATION CRICKETS).

RADIUSED ROOF AREA. REMOVE EXISTING ROOFING TO

PLYWOOD ROOF DECK. REMOVE EXISTING WOOD OVERBUILD

CRICKETS.

INSTALL 174 DENS DECK.  INSTALL NEW MECHANICALLY
ATTACHED 60 MIL REINFORCED TPO ROOF MEMBRANE.
(INSTALL TAPERED INSULATION CRICKETS).

ROOF OVER ELEVATCR SHAFT. REMOVE EXISTING ROOFING
TO ROOF DECK (AT WALLS ALSO).

INSTALL 1/4™ DENS DECK TO EXISTING ROOF DECK. INSTALL

MECHANCALLY ATTACHED, REINFORCED 6O MIL TPO ROOF
MEMBRANE. (INSTALL TAPERED INSULATON, SLOPE AS
SHOWN). FLASH AS PER DETAIL DI/A-501.

EXISTING BALLASTED EFDM ROOFING TO REMAIN.

EXISTING COPING TO BE REMOVED. INGTALL NEW PREFINGHED

METAL STANDING SEAM COPING, SIMILAR TO DETAIL
D4/A-501.

EXISTING COPING BETWEEN ROOF AREA TO BE REROOFED
AND ROOF AREA TO REMAIN. REMOVE EXISTING COFING.
INSTALL NEW PREFINGHED METAL, STANDING SEAM COPING,
SIMILAR TO DETAIL B4/A-50!I.

REMOVE EXISTING WALL/ROOF FLASHING AND COPING.
INSTALL NEW TPO WALL/ROOF FLASHING AND PREFINGHED
METAL, STANDING SEAM COPING, SEE DETAIL D4/A-501.
EXISTING WALL BETWEEN ROOF AREAS, REMOVE EXISTING
WALL/ROOF FLASHING AND COFING.

INSTALL NEW TPO WALL/ROOF FLASHING EACH SIDE OF
WALL. INST ALL NEW PREFINIGHED METAL STANDING SEAM
COPING. SEE DETAIL B4/A-501.

New Roof for the
Edge of Cedars
State Park Museum
Blanding, Utah

OWNER:

State of Utah-DFCM

Division of Parks
and Recreation
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Harold P. Woodruft Architect\Planner
223 East 800 South

Salt Lake City, Utah 8411

Phone: 801-355-8684

Fax:  801-359-3780
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Structural Engineer:
George H. Hansen, Inc.
254 East First South
Salt Lake City, Utah 84111
Phone: 801-519-21

Mechanical Engineer:
Spectrum+Bennion
1035 West 53700 South, Suite 150
Murray, Utah 84123
Phone: 801-263-1760

Electrical Engineer:
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OFFSET EXISTING GAS VENTS, BELOW ROOF LINE TO ALLOW SPACE
TO INSTALL PIPE FLASHINGS.FIELD DETERMINE IF ALL VENTS ARE
STILL ACTIVE. CAP AND ABANDON ANY INACTIVE VENTS BELOW THE
ROOF.

EXISTING PLUMBING VENT. RAISE AS REQUIRED TO INSTALL NEW
ROOFING.

OFFSET EXISTING PLUMBING VETS BELOW ROOF.

REMOVE AND REINSTALL EXISTING EXHAUST ROOF CAP AND EXTEND
DUCTWORK AS REQUIRED FOR NEW ROOFING.

D

EXISTING EXHAUST DISCHARGE DUCT TO REMAIN.

Harold P. Woodruff Architect\Planner
223 East 800 South

Salt Lake City, Utah 84111

Phone: 801-355-8684

Fax: 801-359-3780

REMOVE AND REINSTALL EXISTING EXHAUST FAN, EXTEND DUCTWORK,

CONSULTANTS:

POWER WIRING, AND CONTROL WIRING AS REQUIRED FOR NEW
ROOFING.

EXISTING COPPER DRAIN LINE THROUGH ROOF. REFLASH AS
REQUIRED FOR NEW ROOFING.

EXISTING 2" GAS LINE THROUGH ROOF. RAISE AS REQUIRED TO
INSTALL NEW ROOFING.

OFFSET EXISTING 2" GAS LINE BELOW ROOF. RAISE THROUGH ROOF
AWAY FROM ROOF ACCESS DOOR AND RECONNECT TO AIR HANDLER.

EXISTING ROOFTOP AOR HANDLER TO REMAIN.

EXISTING DUCTWORK ABOVE THE ROOF. REFLASH ROOF PENTRATIONS=
AS REQUIRED FOR NEW ROOFING.
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OUTSIDE YARD
STORAGE
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GENERAL ELECTRICAL NOTES:

1. LOCATIONS OF EXISTING ELECTRICAL EQUIPMENT, BRANCH CIRCUIT WIRING, ETC,
ARE BASED ON EXISTING BUILDING ELECTRICAL DRAWINGS AND FIELD
OBSERVATION OF EXISTING SURFACE CONDITIONS. FIELD VERIFY EXISTING
LOCATIONS AND CIRCUITING AND IMMEDIATELY NOTIFY THE ARCHITECT OF ANY
DISCREPANCIES WHICH MAY ADVERSELY AFFECT COMPLETION OF THE WORK

2. DEMOLITION S SHOUN FOR CONTRACTORS REFERENCE ONLY. FIELD VERIFY
QUANTITIES AND LOCATIONS OF ALL EXISTING MATERIAL AND EQUIPMENT TO BE
REMOVED. REMOVE ALL ABANDONED CONDUIT WIRING, JUNCTION BOXES,
OUTLETS, EQUIPMENT, ETC, WHETHER SPECIFICALLY SHOUN OR NOT.

3. TAKE ALL PRECAUTIONS NECESSARY TO AVOID DAMAGE TO THE EXISTING
BUILDING. REPAIR ALL DAMAGE INCURRED BY DEMOLITION AND NEW
CONSTRUCTION TO EXACTLY MATCH SURROUNDING SURFACES AND/OR
CONDITIONS WITHOUT ADDITIONAL COST TO THE OUNER. COORDINATE REPAIRS
WITH THE GENERAL CONTRACTOR.

4. COORDINATE EXISTING ROOFTOP EQUIPMENT LOCATIONS WITH ARCHITECTURAL
ROOF PLAN, SHEET A-I2I.
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EXISTING WALL MOUNTED FIXTURE

RELOCATED WALL MOUNTED FIXTURE

EXISTING SECURITY SYSTEM ALARM HORN

RELOCATED SECURITY SYSTEM ALARM HORN

EXISTING JUNCTION BOX

NEW BRANCH CIRCUIT CONCEALED ABOVE EXISTING CEILING

NEW BRANCH CIRCUIT EXPOSED ON WALL OR CEILING, PAINT TO MATCH
EXISTING BRANCH CIRCUIT

EXISTING PANELBOARD

EXISTING MOTOR

KEYED NOTE SYMBOL

INDICATES ITEM IN WEATHERPROOF (NEMA 3R MINIMUM) ENCLOSURE

ROOF ELECTRICAL PLA

NORTH

SCALE: I/8" = |I'-0" 0 4

KETYED NOTES:

@ DISCONNECT ELECTRICAL SERVICE TO EXISTING ROOFTORP EXHAUST FAN TO
ALLOW EQUIPMENT REMOVAL AND INSTALLATION OF NEW ROOF. RECONNECT
ELECTRICAL SERVICE UPON REINSTALLATION OF EQUIPMENT. EQUIPMENT WILL
BE RAISED FOR INSTALLATION OF NEW ROOF. EXTEND EXISTING CONDUIT TO
RAISED EQUIPMENT AND PROVIDE NEW CONDUCTORS OF SUFFICIENT LENGTH
REQUIRED TO RECONNECT THE EQUIPMENT.

(2) EXISTING ELECTRICAL SERVICE FOR EXISTING PACKAGED ROOFTOP AIR
CONDITIONING UNIT TO REMAN. SHOUN FOR REFERNCE ONLY.

(3) REMOVE ABANDONED JUNCTION BOXES, WIRING, CONDUIT, ETC, COMPLETE TO
POINT OF ORIGINATION. FIELD VERIFY EXISTING CIRCUIT.

@ RELOCATE EXISTING LIGHT FIXTURE FROM OUTSIDE YARD STORAGE
ENCLOSURE TO WALL OF MAIN BUILDING WALL AND RECONNECT EXISTING
CIRCUIT. PROVIDE NEW OUTLET BOX AT CONDUIT PENETRATION THROUGH MAIN
BUILDING WALL. CHIP OR GRIND AND REPAIR EXISTING EXTERIOR ROCK WALL
AS REQUIRED TO PROVIDE FLAT MOUNTING SURFACE FOR NEW OUTLET BOX.
CLEAN AND RELAMP FIXTURE AND LEAVE IN PROPER WORKING ORDER

@ RELOCATE EXISTING SECURITY SYSTEM ALARM HORN FROM OUTSIDE YARD
STORAGE ENCLOSURE TO WALL OF MAIN BUILDING WALL AND RECONNECT
EXISTING CIRCUIT. PROVIDE NEW OUTLET BOX AT CONDUIT PENETRATION
THROUGH MAIN BUILDING WALL. CHIP OR GRIND AND REPAIR EXISTING
EXTERIOR ROCK WALL AS REQUIRED TO PROVIDE FLAT MOUNTING SURFACE
FOR NEW OUTLET BOX. LEAVE HORN IN PROPER WORKING ORDER.

(&) REMOVE EXISTING OUTLET BOX AND ALL EXPOSED CONDUIT AT OUTSIDE
STORAGE BUILDING. REPAIR EXISTING STONE FACING AND WOOD TRIM AS
REQUIRED TO MATCH SURROUNDING SURFACES.
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Harold P. Woodruft Architect/Planner
233 East 800 South

Salt Lake City, Utah 8411

Phone: 801-355-8684

Fax: 801-359-3780

CONSULTANTS:

Structural Engineer:
George H. Hansen, Inc.
254 East First South
Salt Lake City, Utah 8411
Phone: 801-519-2111

Mechanical Engineer:
Spectrum Engineers
175 South Main Street, Suite 300
Salt Lake City, Utah 841
Phone: 801-401-8480

Electrical Engineer:
Thomas & Kolkman Eng. Co. Inc.
64 West 1700 South
Salt Lake City, Utah 84115
Phone: 801-484-8161
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